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Analog power amplifier featuring 6 independent channels, bridgeable in 3 channels. 
It provides 6 x 100W under 8 Ω, or 6 x 150 W under 4 Ω. 
It is recommended for use with the StepArray DSP column loudspeakers.

Multichannel Power Amplifier MPA6150 

MPA6150 – Technical Data 1 

Operation modes • 6 independent channels, 

• 3 independent channels (bridged), 

• 2 x 3 channels (in 1  out 1,2,3 ; in 2  out 4,5,6). 

Power • 6 channels : 6 x 100 W under 8 Ω, 6 x 150W under 4 Ω. 

• 3 channels bridged : 3 x 300W under 8 Ω. 

Analog inputs 6 symmetrical analog inputs. Phoenix connectors. 

Outputs 6 outputs on screw terminals. 

Frequency response 20Hz - 20kHz @ 1W +/- 1dB. 

Input Impedance 10 kΩ unbalanced, 20 kΩ balanced 

Sensitivity  1 V 

Signal-to-noise ratio 95 dB 

Damping factor > 300 

Gain  Adjustable with 6 nobs en rear panel. Max voltage gain : 28 dB 

Audio 

Harmonic Distortion THD : 0,1 % @ 1kHz. 

Cooling Variable speed fan 

Protection Protection against overload and overheat 

Indicators Clip and Protect LEDs 

Dimensions 483 x 88 x 420 mm (2U) 

General 
 

Weight 12.3 kg 

 Mains 230 V – 50 Hz, Fuse 5 Amp slow. Connector CEE22. Cord supplied. 

1 Data subject to changes without notice 

 
 

 


